
Panasonic HCV785 12.76 MP HD Camcorder
Product Specification

Brand Panasonic

Model HCV785

Type HD Camcorder

Optical Zoom 20 x

Photo Sensor Technology CCD

Mounting Hardware 1N Camera Recorder | 1N Battery pack | 1N AC adaptor | 1N DC Cable | 1N USB Cable | 1N
HDMI mini Cable

Minimum Focal Length 29 Millimeters

Photo Sensor Size 2/3-inch

Power Supply 3.6V

Power Consumption Max. 6.7W (Recording) / Max. 7.7W (Charging)

Digital Zoom 2 x

Optical Sensor Resolution 12.76 MP

Power Source Battery Powered

Battery Cell Composition Lithium Ion

Lens Type Zoom

Memory Card Slot SDXC



Item Weight 351 g

Total Pixels 12.76 megapixels

Effective Pixels [Motion
Image]

6.03 megapixels [16:9] (Level Shot Function OFF or Normal)

Frequency 2.4GHz band

USB 2.0 Hi-Speed

Image sensor 1/0.91-cm BSI MOS Sensor

F Value F1.8 (WIDE) / F3.6 (TELE)

Focal length 4.08 – 81.6 mm

Filter Diameter 49 mm

Lens Brand Panasonic Lens

Standard Illumination 1400 lx

Minimum Illumination 2 lx (Scene Mode Low Light 1/25) | 1 lx (Night Mode (Color)

Motion Image Auto Slow Shutter ON : 1/25 – 1/8000 | OFF : 1/50 – 1/8000

Still Image 1/2 – 1/2000

Image Stabilizer HYBRID O.I.S.+ with Active Mode| Auto O.I.S. Lock, Level Shot Function

Creative Control (Except 4K
Mode)

Miniature Effect | Silent Movie | 8mm Movie | Time Lapse Rec

Recording Media SD/SDHC/SDXC Memory Card

Thumbnail Display 20 thumbnails/page | 9 thumbnails/page | 1 thumbnail/page

LCD Monitor 7.6-cm Wide

Touch Panel Yes

Standard IEEE 802.11b/g/n


